OFFICE OF THE MARION COUNTY SURVEYOR

SECTION RECORD CORNER
SECTION = 1% TAWNSWIP. -~ 18 lmiwer 4

DATE: Q—H-OB‘
PARTY CHIEF: Wilcoxen
CREW:

TYPE OF MARKER: _Harrison
METHOD OF ESTABLISHMENT:

County: 6=20-98

N S P C F ZUNE NAD 83

NAME: 16041304
N: 509050.2590(m)
E: 67533.6160(m

Rechecked coords 5—29‘—05
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CORNER HISTORY: Corner originally set as a post in 1820 by John Hendricks with
witness: 15" beech S 41 W 24 links; 22" sugar N 35 E 18 links per Marion County Atlas
Pg. 11. Reference dated 7-3-1948 by Woerner called brass pin found. Reference dated 8-
1-1958 by Monroe called brass pin found. Reference dated 6-13-60 by Monroe called
brass plug. Reference dated 10-27-60 by Monroe called brass plug. Reference dated 5-
9-68 called corner located by Schneider Engineering per Job#4289. Reference dated 6-
20-1996 called Schneider Engineering capped rebar 0.60°E and 0.43' N of brass plug
found 4" down. Reference dated 5-21-70 by McLand called brass plug. Reference dated

9-11-06 by Kiste ca
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of 42nd St. 4200N

Line

lled set Harrison where the brass plug was set by coordinates.

“DESCRIPTION

~REF. || DISTANCE
L 459 Mag nail w/washer in joint of concrete median
2. 100.44 Cut 'x' in N—end of top curb inlet
. A5 Due W to mag nail w/washer wooden quard rqil post

B2 05 Cut 'x' S—end top curh inlet




